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                                                               Features  

 Simplified design & Slim size 

 

 

 

 

 

 

 

 Materials & Finish 

Housing: Aluminum, matt anodized, Black or Silver 

Diffuser: Optical prism high transmittance PMMA 
 

 Mounting 

Directly to wall/ceiling 

Wire suspended 

Recessed 

 

 LED module and driver are replaceable 
 

 Operation temperature range  

From -20ºC to 50 ºC 
 

 Protection 

Class I, IP20 
 

 Long lifetime 

≥50000 Hours 
 

 Approval 

CE   cTUVus 

 



 

  Luxuni GmbH 
 
 

PDS 

3/33 

15.01.18 

   PDS 

Blinke 61, 26789 Leer, Germany   
Tel.: 0049-491-20489655 
    0049-491-20489652 
Fax: 0049-491-20489656 

Web: www.luxuni.com 

                                        Electrical Optical Characteristics  

 

 

 

 

 

 

 

 

 

Voltage (VAC) 120-240 

Color temperature (K) 3000 4000 

Efficiency (LM/W) 70+ 80+ 

CRI 90+ 

Beam angle 120° 

Power factor 0.9+ 

LED type SMD middle power 

Options 

Dali dimmable / 1-10V and Switch dimmable / no dimmable;  

Black / Silver / White; 

 Pendant / Wall (Mirror) installation / Built on / Recessed 

  on request 

Operation temperature -20℃ to + 50℃ (-4℉ to + 122℉) 

Lifetime L90 / B10 60,000 Hours 
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                                                               Features   

 Combinations 

Up 

Down 

Wall 

Ceiling 

Up and Down 

Twins up 

Twins down 

Up beside down 

Twins up and down 

  Square 

    Recessed 

         Single up and down 
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  SHIFT UP                                                                   
 

 

                                                    Direction of the light 

 

 
Distribution Graph and Luminous intensity Chart 

 

 



 

  Luxuni GmbH 
 
 

PDS 

6/33 

15.01.18 

   PDS 

Blinke 61, 26789 Leer, Germany   
Tel.: 0049-491-20489655 
    0049-491-20489652 
Fax: 0049-491-20489656 

Web: www.luxuni.com 

                                          Dimension and Ordering Details   

 

 
L x W 40mm x H1: 60mm (H2: 95mm H3: 3000mm) 

L x W 1.57" x H1: 2.36" (H2: 3.74" H3: 118.11") 

Model Power W Weight kg [lbs] Lumens L mm [inch]

   3000K 4000K  

01016060 15 1.4 [3.1] 1050 1200 633 [24.92] 

01019060 20 1.7 [3.7]  1400 1600 933 [36.73]  

01011260 25 2.0 [4.4]  1750 2000 1233 [48.54] 

01011560 30 2.3 [5.1]  2100 2400 1533 [60.35] 

Notes: Dimension tolerance: +/-1 [0.04] 

 

Ordering Details 

Model Type Size Finish CCT Dimming 

01 - 

Shift 

01 - 

Up 

6060 - L: 633mm H: 60mm 

9060 - L: 933mm H: 60mm 

1260 - L: 1233mm H: 60mm 

1560 - L: 1533mm H: 60mm 

1 - Silver 

2 - White 

3 - Black 

2 - 3000K

4 - 4000K

0 - Non-dimmable 

1 - 1-10V Dimmable 

   and Switch DIM 

2 - DALI dimmable 
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  SHIFT DOWN                                                              
 

 

                                                    Direction of the light 

 

 
Distribution Graph and Luminous intensity Chart 

 

 



 

  Luxuni GmbH 
 
 

PDS 

8/33 

15.01.18 

   PDS 

Blinke 61, 26789 Leer, Germany   
Tel.: 0049-491-20489655 
    0049-491-20489652 
Fax: 0049-491-20489656 

Web: www.luxuni.com 

                                          Dimension and Ordering Details   

 
 
L x W 40mm x H1: 60mm (H2: 95mm H3: 3000mm) 

L x W 1.57" x H1: 2.36" (H2: 3.74" H3: 118.11") 

Model Power W Weight kg [lbs] Lumens L mm [inch] 

   3000K 4000K  

01026060 15 1.4 [3.1] 1050 1200 633 [24.92] 

01029060 20 1.7 [3.7]  1400 1600 933 [36.73]  

01021260 25 2.0 [4.4]  1750 2000 1233 [48.54]  

01021560 30 2.3 [5.1]  2100 2400 1533 [60.35] 

Notes: Dimension tolerance: +/-1 [0.04] 

 

Ordering Details 

Model Type Size Finish CCT Dimming 

01 - 

Shift 

02 - 

Down 

6060 - L: 633mm, 

      H: 60mm 

9060 - L: 933mm, 

      H: 60mm 

1260 - L: 1233mm, 

      H: 60mm 

1560 - L: 1533mm, 

      H: 60mm 

1 - Silver 

2 - White 

3 - Black 

2 - 3000K 

4 - 4000K 

0 - Non-dimmable 

1 - 1-10V Dimmable 

   and Switch DIM 

2 - DALI dimmable 
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  SHIFT WALL                                                               
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                                              Direction of the light 

  

 
Distribution Graph and Luminous intensity Chart 
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                                         Dimension and Ordering Details  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

L x W1: 40mm (W2: 1.57") x H1: 60mm (H2: 63mm) 

L x W1: 1.57" (W2: 1.83") x H1: 2.36" (H2: 2.48") 

Model Power W Weight kg [lbs] Lumens L mm [inch] 

   3000K 4000K  

01036060 15 1.4 [3.1] 1050 1200 633 [24.92] 

01039060 20 1.7 [3.7]  1400 1600 933 [36.73]  

01031260 25 2.0 [4.4]  1750 2000 1233 [48.54]  

01031560 30 2.3 [5.1]  2100 2400 1533 [60.35] 

Notes: Dimension tolerance: +/-1 [0.04] 

 

Ordering Details 

Model Type Size Finish CCT Dimming 

01 - 

Shift 

03 - 

Mirror 

6060 - L: 633mm H: 60mm 

9060 - L: 933mm H: 60mm 

1260 - L: 1233mm H: 60mm 

1560 - L: 1533mm H: 60mm 

1 - Silver 

2 - White 

3 - Black 

2 - 3000K 

4 - 4000K 

0 - Non-dimmable 

1 - 1-10V Dimmable 

   and Switch DIM 

2 - DALI dimmable 
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  SHIFT CEILING                                                            
 

 
 

 

 

  Direction of the light 

 

 

  

 

Distribution Graph and Luminous intensity Chart 
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                                          Dimension and Ordering Details   

 
 

L x W 40mm x H: 60mm  

L x W 1.57" x H: 2.36"  

Model 
Power 

W 

Weight 

kg [lbs] 
Lumens 

L 

mm [inch] 

M 

mm [inch] 

   3000K 4000K   

01046060 15 1.4 [3.1] 1050 1200 633 [24.92] 250 [9.84] 

01049060 20 1.7 [3.7]  1400 1600 933 [36.73]  550 [21.65] 

01041260 25 2.0 [4.4]  1750 2000 1233 [48.54]  600 [23.62] 

01041560 30 2.3 [5.1]  2100 2400 1533 [60.35] 900 [35.43] 

Notes: Dimension tolerance: +/-1 [0.04] 

 

Ordering Details 

Model Type Size Finish CCT Dimming 

01 - 

Shift 

04 - 

Built On 

6060 - L: 633mm H: 60mm 

9060 - L: 933mm H: 60mm 

1260 - L: 1233mm H: 60mm 

1560 - L: 1533mm H: 60mm 

1 - Silver 

2 - White 

3 - Black 

2 - 3000K 

4 - 4000K 

0 - Non-dimmable 

1 - 1-10V Dimmable 

   and Switch DIM 

2 - DALI dimmable 
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  SHIFT UP AND DOWN                                                     
 

 

                                                    Direction of the light 

 

 

 

Distribution Graph and Luminous intensity Chart  
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                                          Dimension and Ordering Details   

 
L x W 40mm x H1: 140mm (H2: 170mm H3: 3000mm) 

L x W 1.57" x H1: 5.51" (H2: 6.69" H3: 118.11") 

Model Power W Weight kg [lbs] Lumens L mm [inch] 

   3000K 4000K  

01056014  2 x 15 2.8 [6.2] 2100 2400 633 [24.92] 

01059014  2 x 20 3.4 [7.5] 2800 3200 933 [36.73] 

01051214  2 x 25 4.0 [8.8] 3500 4000 1233 [48.54]  

01051514  2 x 30 4.6 [10.1] 4200 4800 1533 [60.35]  

Notes: Dimension tolerance: +/-1 [0.04] 

 

Ordering Details 

Model Type Size Finish CCT Dimming 

01 - 

Shift 

05 - 

Up & Down 

6014 - L: 633mm H: 140mm 

9014 - L: 933mm H: 140mm 

1214 - L: 1233mm H: 140mm 

1514 - L: 1533mm H: 140mm 

1 - Silver 

2 - White 

3 - Black 

2 - 3000K 

4 - 4000K 

0 - Non-dimmable 

1 - 1-10V Dimmable

   and Switch DIM

2 - DALI dimmable 
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  SHIFT TWINS UP                                                      
 

 

                                                    Direction of the light 

 

 

 

Distribution Graph and Luminous intensity Chart 
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                                         Dimension and Ordering Details  

 
 

L x W 100mm x H1: 60mm (H2: 100mm H3: 3000mm) 

L x W 3.94" x H1: 2.36" (H2: 3.94" H3: 118.11") 

Model Power W Weight kg [lbs] Lumens L mm [inch] 

   3000K 4000K  

01066010  2 x 15 2.8 [6.2] 2100 2400 633 [24.92] 

01069010  2 x 20 3.4 [7.5] 2800 3200 933 [36.73] 

01061210  2 x 25 4.0 [8.8] 3500 4000 1233 [48.54]  

01061510  2 x 30 4.6 [10.1] 4200 4800 1533 [60.35] 

Notes: Dimension tolerance: +/-1 [0.04] 

 

Ordering Details 

Model Type Size Finish CCT Dimming 

01 - 

Shift 

06 - 

Twins Up  

6010 - L: 633mm H:100mm 

9010 - L: 933mm H: 100mm 

1210 - L: 1233mm H: 100mm 

1510 - L: 1533mm H: 100mm 

1 - Silver 

2 - White 

3 - Black 

2 - 3000K 

4 - 4000K 

0 - Non-dimmable 

1 - 1-10V Dimmable 

   and Switch DIM 

2 - DALI dimmable 
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  SHIFT TWINS DOWN                                                  

 

                                                    Direction of the light 

 

 

 

Distribution Graph and Luminous intensity Chart 
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                                         Dimension and Ordering Details  

 
L x W 100mm x H1: 60mm (H2: 100mm H3: 3000mm) 

L x W 3.94" x H1: 2.36" (H2: 3.94" H3: 118.11") 

Model Power W Weight kg [lbs] Lumens L mm [inch] 

   3000K 4000K  

01076010  2 x 15 2.8 [6.2] 2100 2400 633 [24.92] 

01079010  2 x 20 3.4 [7.5] 2800 3200 933 [36.73]  

01071210  2 x 25 4.0 [8.8] 3500 4000 1233 [48.54]  

01071510  2 x 30 4.6 [10.1] 4200 4800 1533 [60.35]  

Notes: Dimension tolerance: +/-1 [0.04] 

 

Ordering Details 

Model Type Size Finish CCT Dimming 

01 - 

Shift 

07 - 

Twins Down 

6010 - L: 633mm H: 100mm 

9010 - L: 933mm H: 100mm 

1210 - L: 1233mm H: 100mm

1510 - L: 1533mm H: 100mm

1 - Silver 

2 - White 

3 - Black 

2 - 3000K

4 - 4000K

0 - Non-dimmable 

1 - 1-10V Dimmable

   and Switch DIM

2 - DALI dimmable 
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  SHIFT UP BESIDES DOWN                                                 
 

 

                                                    Direction of the light 

 

 
 

Distribution Graph and Luminous intensity Chart 

 

 

 

 



 

  Luxuni GmbH 
 
 

PDS 

20/33 

15.01.18 

   PDS 

Blinke 61, 26789 Leer, Germany   
Tel.: 0049-491-20489655 
    0049-491-20489652 
Fax: 0049-491-20489656 

Web: www.luxuni.com 

                                         Dimension and Ordering Details  

 

L x W 100mm x H1: 60mm (H2: 100mm H3: 3000mm) 

L x W 3.94" x H1: 2.36" (H2: 3.94" H3: 118.11") 

Model Power W Weight kg [lbs] Lumens L mm [inch] 

   3000K 4000K  

01086010  2 x 15 2.8 [6.2] 2100 2400 633 [24.92] 

01089010  2 x 20 3.4 [7.5] 2800 3200 933 [36.73]  

01081210  2 x 25 4.0 [8.8] 3500 4000 1233 [48.54]  

01081510  2 x 30 4.6 [10.1] 4200 4800 1533 [60.35]  

Notes: Dimension tolerance: +/-1 [0.04] 

 

Ordering Details 

Model Type Size Finish CCT Dimming 

01 - 

Shift 

08 

Up besides Down 

6010 - L: 633mm H: 100mm 

9010 - L: 933mm H: 100mm 

1210 - L: 1233mm H:100mm

1510 - L: 1533mm H: 100mm

1 - Silver 

2 - White 

3 - Black 

2 - 3000K 

4 - 4000K 

0 - Non-dimmable 

1 - 1-10V Dimmable 

   and Switch DIM 

2 - DALI dimmable 
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  SHIFT TWINS UP AND DOWN                                              
 

 

                                                      Direction of the light 

 

    

Distribution Graph and Luminous intensity Chart 
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                                         Dimension and Ordering Details  

 
L x W 100mm x H1: 140mm (H2: 180mm H3: 3000mm) 

L x W 3.94" x H1: 5.51" (H2: 7.09" H3: 118.11") 

Model Power W Weight kg [lbs] Lumens L mm [inch] 

   3000K 4000K  

01096018  4 x 15 5.6 [12.3] 4200 4800 633 [24.92] 

01099018  4 x 20 6.8 [15.0] 5600 6400 933 [36.73]  

01091218  4 x 25 8.0 [17.6] 7000 8000 1233 [48.54]  

01091518 4 x 30 9.2 [20.2] 8400 9600 1533 [60.35]  

Notes: Dimension tolerance: +/-1 [0.04] 

 

Ordering Details 

Model Type Size Finish CCT Dimming 

01 - 

Shift 

09 - 

Twins Up & Down 

6018 - L: 633mm H: 180mm 

9018 - L: 933mm H: 180mm 

1218 - L: 1233mm H: 180mm

1518 - L: 1533mm H: 180mm

1 - Silver 

2 - White 

3 - Black 

2 - 3000K 

4 - 4000K 

0 - Non-dimmable 

1 - 1-10V Dimmable

   and Switch DIM

2 - DALI dimmable 
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                                         Dimension and Ordering Details  

 
L x H1: 60mm (H2: 100mm H3: 3000mm) 

L x H1: 2.36" (H2: 3.94" H3: 118.11") 

Model Power W Weight kg [lbs] Lumens L mm [inch] 

   3000K 4000K  

01106060  4 x 15 5.6 [12.3] 4200 4800 723 [28.46] 

01109060  4 x 20 6.8 [15.0] 5600 6400 1023 [40.28] 

01101260  4 x 25 8.0 [17.6] 7000 8000 1323 [52.09] 

01101560  4 x 30 9.2 [20.2] 8400 9600 1623 [63.90] 

Notes: Dimension tolerance: +/-1 [0.04] 

 

Ordering Details 

Model Type Size Finish CCT Dimming 

01 - 

Shift 

10 

Square 

6060 - L: 723mm H: 60mm 

9060 - L: 1023mm H: 60mm 

1260 - L: 1323mm H: 60mm 

1560 - L: 1623mm H: 60mm 

1 - Silver 

2 - White 

3 - Black 

2 - 3000K 

4 - 4000K 

0 - Non-dimmable 

1 - 1-10V Dimmable

   and Switch DIM

2 - DALI dimmable 
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      SHIFT RECESSED                                                      

  

                                                                     Direction of the light   

 

                                                

 

    

Distribution Graph and Luminous intensity Chart 
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                                         Dimension and Ordering Details  

 
 

L x W1: 40mm (W2: 62mm) x H1: 60mm (H2: 86mm H3: 3000mm) 

L x W1: 1.57" (W2: 2.44") x H1: 2.36" (H2: 3.39" H3: 118.11") 

Model Power W Weight kg [lbs] Lumens L mm [inch] 

   3000K 4000K  

01111260  nx25 nx2 [4.4] n x 1750 n x 2000  nx1200 [47.24] 

Notes: Dimension tolerance: +/-1 [0.04] 

 

Ordering Details 

Model Type Size Finish CCT Dimming 

01 - 

Shift 

11 

Recessed 

1260 - L: 1200mm H: 60mm

 

1 - Silver 

2 - White 

3 - Black 

2 - 3000K 

4 - 4000K 

0 - Non-dimmable 

1 - 1-10V Dimmable

   and Switch DIM

2 - DALI dimmable 
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                                                           Direction of the light 

 

 

                                                       

   

                                                                      

                                                                                                         

                                                Distribution Graph and Luminous intensity Chart 
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                                         Dimension and Ordering Details  

 
 
L x W 40mm x H1: 60mm (H2: 95mm H3: 3000mm) 

L x W 1.57" x H1: 2.36" (H2: 3.74" H3: 118.11") 

 

Model Power W Weight kg [lbs] Lumens L mm [inch] 

   3000K 4000K  

01121260 30 2.0 [4.4] 2100 2400 1233 [48.54]  

01121860 45 2.6 [5.7]  3150 3600 1833 [72.17]  

Notes: Dimension tolerance: +/-1 [0.04] 

 

Ordering Details 

Model Type Size Finish CCT Dimming 

01 - 

Shift 

12- 

Single Up & Down 

1260 - L: 1233mm H: 60mm 

1860 - L: 1833mm H: 60mm 

1 - Silver 

2 - White 

3 - Black 

2 - 3000K 

4 - 4000K 

0 - Non-dimmable 

1 - 1-10V Dimmable

   and Switch DIM 

2 - DALI dimmable 
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                                                            Layout plan  

（15W/4000K） 
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                                                            Layout plan  

（20W/4000K） 
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                                                            Layout plan  

（25W/4000K） 
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