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. Unbelievable slim - 7.9mm only! Like paper

suspending in the air. SImiLED’s
revolutionary design overthrows the idea of
traditional luminaries. Elegant, simple
shape and an aluminum housing with a
perfect matt anodized surface leaves a
strong impression by just a glance.

. With the latest LED technology, the LED

light from the edge transmits through a light
guide panel with superfine designed
reflective matrix dots, which creates a
striking, uniform and glare-free illumination.

. High efficiency constant current driver,

Switch-Dim, 1-10V Dimming, Dali.
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SIMILED Technical Data
Model SimiLED
Light Source SMD LED IP Rating IP20
Input Voltage / Power | 120 - 240V AC / 45W | Beam Angle 120°
N 1-10V + Switch DIM + DALI
Power Factor 0.95 Dimming i
Dimmable
Operatin
CRI/ SDCM 90+ / 3- perafing -20°C to + 50°C (-4°F to + 122°F)
Temperature
Lifetime L90 / B10 60,000 Hours Cable / Rod Length | Configurable in 288mm [11.34"] x 4
Dimensions of Light | @600mm x 7.9mm / @23.62" x
Part 0.31"
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3000K 4000K kg [lbs]
02016079 45 3150 3600 SimiLED 2.9 [6.4]
02026079 45 3150 3600 SimiLED Art 2.9 [6.4]

Ordering Details

02 - 01- 6079 - 1 - Silver 2-3000K | 4-1-10V + Switch
SimiLED SimiLED L: 600mm [23.62"] 4 - 4000K | DIM + DALI
02 - H: 7.9mm [0.31"] Dimmable
SimiLED Art

Dimension in millimetres [inches in brackets]
Tolerance:+1mm [0.04"]
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Distribution Graph and Luminous intensity Chart

02016079144 (4000K)

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM CO PLANE ISOLUX DIAGRAM (UNIT:1x)
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Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
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SIMILED Layout plan
02016079144 (4000K)
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Height of Room: 2.700 m, Mounting Height: 2.700 m, Light loss factor: Values in Lux, Scale 1:116
0.80
Surface p [%] E,, [IX] E_ .. [Ix] E s 1] uo
Workplane / 335 128 555 0.382
Floor 20 303 153 380 0.504
Ceiling 70 60 41 66 0.691
Walls (4) 50 124 49 194 /
Workplane: UGR Lengthways- Across  to luminaire axis
Height: 0.850 m Left Wall 17 17
Grid: 64 x 64 Points Lower Wall 17 17
Boundary Zone: 0.000 m (CIE, SHR =0.25.)
Luminaire Parts List
No. Pieces  Designation (Correction Factor) ® (Luminaire) [Im] ® (Lamps) [Im] P [W]
1 9  Luxuni SimiLED-45-40 (1.000) 3771 4500 45.0
Total: 33940 Total: 40500 405.0
Specific connected load: 5.00 W/m? = 1.49 W/m?/100 Ix (Ground area: 81.00 m?)
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Installation
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SIMILED Application

Office building

School Health Care

Home Shop
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